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Introduction 
 
 
 
 

 
First of all we would like to thank you for choosing one of our appliances. As you can 
see, you have made the right choice as you have purchased a product that represents 
the state-of-the-art in home purification technology. By following the suggestions and 
guidelines contained in this manual, the product you have purchased will allow you to 
enjoy better indoor conditions, healthier air and more hygienically protected rooms 
with lower investment in energy terms. 

 
 

This unit complies with the following European directives:CE — LVD — EMC — RoHS, 
the product has certificates of conformity from the certification laboratory:Shenzen 
Boke testing Co.Ltd 
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1 - General warnings 
 

 

• Read the instructions in this manual carefully before using the appliance. 

• This appliance cannot be used by children or incapacitated persons; it must 
always be used under adult supervision. 

• Warning: this product is not a medical device, therefore it must not be used 
under any circumstances to replace therapies. 

• Warning: when the product is in Ozone mode, the ozone must not be 
breathed in as it may irritate mucous membranes and airways.In the event 
of prolonged exposure or irritation, consult your doctor. 

• Warning: when in Ozone mode, there must be no persons or animals 
present, except for short periods. 

• Warning: the appliance contains a high voltage generator, do not open the 
machine without having disconnected the power cable as there is a risk of 
electric shock and even death. 

• For any maintenance needs on the appliance, contact specialised personnel. 

• Never remove or tamper with the casing or any parts of the appliance for any 
reason as this may pose a risk of electric shock and even death. 

• If the appliance casing is damaged, do not use it and 
contact specialised personnel from the place of purchase. 

• Never use the product if the power cable is damaged. 

• The company assumes no responsibility for non-compliance with all of the 
aforementioned safety clauses. 

• Keep the appliance away from heat sources, water sprays-splashes, 
humidity and flammable gases. 

• Be careful not to place the appliance near curtains that could obstruct the 
air inlet and outlet grille. 

Read the instructions carefully before 
using the appliance — Do not breathe 

in Ozone and ventilate the room 
before staying in it 
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2- Box contents 
 
 
 
 
 
 
 
 

 

 

 
 
 
 
 

 
Check that the box contains all the accessories shown in the image and that 
the appliance is not damaged in any way.If there are parts missing or any 
damage is found, contact your dealer. 

1. Appliance 

2. Power cable 

3. Plate for producing Ozone 

4. User guide 

5. Remote control 
 

3- Appliance components 
 

 

 
 
 

2 

4 

1 
3 

5 

Air outlet grille 

Control panel 
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4- Setting up the appliance 
Carefully follow the instructions for setting up appliance. 

The power supply cable must be NOT INSERTED, then proceed to install the plate for 
producing Ozone by following the procedure below.  
This procedure will also be useful for replacing exhausted filters. 

Manually unscrew the 4 threaded knobs and remove the rear grile 
 
 
 
 
 
 

Socket and main switch 

Socket 

 

4 knobs to unscrew 

Air inlet grille 

Main switch 
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Remove the rear air inlet grille in which the pre-filter is housed; the pre-filter 
should be washed with water and dried at least once a month. 

 

 
Pull the two tabs to remove the triple filter 

 
 

Rear air inlet grille and  

pre-filter 

Tabs for removing the 
triple filter 

Triple filter 
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Taking care not to touch the UV-C lamps that would be damaged if touched 
with your hands, insert the ozone plate into the appropriate slide-guide. 

 

 
 
 

 

Do not touch the UV-C 
lamps to avoid damaging 
them 

Insert the Ozone 
plate in the appropriate 
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The Ozone plate is inside the accessory box; be careful when inserting it 
by following the correct direction indicated by the black arrow 

 

 

Once the Ozone plate has been inserted in the correct position (push firmly at the 
bottom of the slide-guide), continue by re-installing the triple filter and the rear air 
inlet grille. 

Make sure you refit the triple filter correctly, the grey part which is the photocatalytic 
filters must face the inside of the machine, and the white pleated part which 
represents the HEPA filter must be facing the outside.The photos below will help you. 

Plate for producing Ozone 

Insert plate before 
operating 
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Once the machine has been reassembled, you can 
proceed to the next step, that is, positioning the 
product in the correct place for your room 

White HEPA filter facing 
outwards 

 

Grey side, photocatalytic 
filter facing inwards 

10 
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The product must be positioned out of the reach of children 

It must be far from sources of heat, water vapour, explosive gases, therefore it is not 
recommended to use it in the kitchen and bathroom, nor in a dressing room when 
there is excessive steam. 

The appliance must be positioned away from drapes and curtains to avoid obstructing 
the air inlet and outlet grilles. 

Once the correct position has been chosen, proceed as follows: 

Insert the power cable into the rear socket of the machine, as shown in the photo. 
 

 
Connect the Shuko plug of the power cable to a suitable mains socket without using 
adapters, as shown in the next photo 

Power cable in the 
rear socket of the machine 

11 
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Press the main switch on the rear of the machine to position (I). 
 

 
The machine is now ready to be started, either using the control panel or the remote control. 

The following pages summarise all the functions of the machine and how to activate them. 

We will give you advice on how to use the product in order to obtain the maximum 
benefit, comfort and air quality. 

220-240V 

50/60 Hz 

Main switch 

12 
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5- Control panel and remote control 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The control panel is backlit; the backlight will go off a few seconds after pressing the 
buttons. Below is an enlarged image of the control panel with the indications of the 
function of each button. 

 

 
2 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

10  9 8  7  6 
 

1. POWER:Switching ON-OFF 

2. AWAY MODE:Timer for Ozone effect 

3. LCD display for showing the activated functions 

4. Fan:Button to increase the fan speed 

Control panel Remote control 

4 3 5 1 
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5. Button to increase the power of the OZONE 

6. Button to decrease the power of the OZONE 

7. Button to decrease the fan speed 

8. Window for the remote control photoreceiver signal 

9. Button to select Purification or Ozone Sanitisation 

10. Reset button 
 
 

Below is an enlarged image of the remote control with the indications of the function 
of each button. 

 
1. POWER:Switching ON-OFF 

2. Fan:Button to decrease the fan speed 

3. AWAY MODE:Timer for Ozone effect 

4. Button to activate and decrease the OZONE power 

5. Button to activate the Ionisation function 

6. Button to activate the germicidal UV-C function 

7. Fan:Button to increase the fan speed 

8. Button to activate and increase the OZONE power 

9. Button to select the Purification or Ozone Sanitisation function 

4 

3 

5 6 

7 

2 
8 

1 9 
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6 — Starting the appliance in purifier mode 

Note:During the Purification function, people and animals can stay inside the room and 
enjoy purified air thanks to the different filtering stages. 

To switch on the appliance, proceed as follows. 

Press the switch on the rear of the machine to position (I) 

Press button (1) on the control panel or button (1) on the remote control to turn on the 
machine 

 
 

 
 

Press button (9) on the control panel or button (9) on the remote control and select the 
Purifier function, the display will show the message (PCO) indicating that the function is 
activated.Using the remote control you can improve the effect of Purification by 
activating both the Ionisation function button (5) on the remote control and the 
germicidal UV-C lamp function button (6) also on the remote control.These last two 
functions can be activated or deactivated using the remote control and when they are 
activated, the icon on the LCD display is activated. 

  
 
 
 
 
 
 
 
 
 
 

 
6 

9 Germicidal UV-C 

1 

1 

9 Purification Ionisation 
5 
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In the purification function, six (6) stages of filtering are active; people and animals 
can stay in the room and enjoy micro-filtered and purified air. 
In this mode the following functions are active: 

1. Pre-filter 

2. HEPA filter 

3. Activated carbon filter 

4. Photocatalytic filter 

5. UV-C filtration 

6. Air ionisation 
 
 
 

7 — Start-up in Ozone Sanitisation mode 
 
 

 
 
 
 
 
 
 
 
 
 

The image above shows the reaction.Various kinds of bacteria show a varying level of 
resistance to activated oxygen: Gram-negative are more resistant than Gram-positive, 
while sporogenic bacteria are more resistant than non-sporogenic 
.Compared to other disinfectants, lower concentrations of activated oxygen and shorter 
exposure times are sufficient to reduce the microbial population. 

The maximum ozone production of the appliance is 500 mg/h 

Note:During the Ozone Sanitisation function, people and animals CANNOT stay inside 
the room except for short periods. Ozone has a strong bactericidal and inhibitory 
action on viruses by deactivating them and therefore must not be breathed in. 

Ozone, also called activated and triatomic oxygen, is formed from the molecular 
oxygen O2 present in ambient air and through the administration of energy that forms 
an unstable trivalent bond O3.Being an unstable compound, the Ozone produced 
returns to oxygen in one hour. To accelerate this phenomenon, just air the 
room before staying in it. 

16 
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Below is a table on the virucidal efficacy of ozone based on the time and 
concentration of Ozone. 

 

 

 

INDICATIVE TABLE OF THE MINIMUM TIMES REQUIRED FOR THE DESTRUCTION OF 
SOME MICROORGANISMS BY STERILISATION WITH OZONE 

 

 
INACTIVATION OF 99.9% OF BACTERIA, AT 20°-24°, BY OZONE 

 

 

Based on the above data, for rooms that you want to sanitise thoroughly, we recommend 
activating the Ozone Sanitisation function for 8-12 h. Whereas constant daily sanitisation, 
which we remind you, must be done in the absence of people and animals, can be done 
in 2-3 h, this allows the surfaces to be thoroughly sanitised without any toxic residues. 

17 

Poliovirus type 1 
Hydrophilic viruses 

Enteric viruses 
Lipophilic viruses 
Human rotavirus 

Reduction (%) 

Reduction (%) 

Minutes 

Minutes 

Ozone (mg/L) 

Ozone (mg/L) Hydrophilic viruses 
Poliovirus type 1 
Poliovirus type 1 
Coxsackie A9 

VIRUSES 
Bacteriphage (E.Coli) 
Tobacco Mosaic 
Influenza 
Legionnaires' disease 
Ebola 
Human Respiratory Syncytial Virus (HRSV) 

BACTERIA SPORES 

Microorganisms Ozone (mg/L) Minutes 
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To activate the Ozone Sanitisation function, once the machine is turned on as 
described in the previous pages, you must press button (9) on the control panel or 
button (9) on the remote control and the Ozone function icon will light up as 
activated.To adjust the intensity of ozone production, press buttons (5) and (6) on the 
appliance, or buttons (4) and (8) on the remote control. 

 

 
 
 

The quantity of Ozone produced is 
indicated as recommended 
spaces/rooms in m2, from a minimum of 
46 m2 to a maximum of 279 m2. 

Use button (2) on the control panel or 
button (3) on the remote control to 
program the duration of the ozone 
treatment, which ranges from a 
minimum of 1 h to a maximum of 12 
h.The display shows the 
time set.The UV-C and ionisation 
functions can also be activated 
using the remote control. 

 

Ozone sanitisation 
 

2 

Recommended 
spaces/rooms in 

 

9 

6 

5 

Timer set 

3 
4 

8 
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8 — Explanation of the seven filtering stages 
 
 

It is important to highlight what Air Puro 3's seven filtering states are for. 

Below is a simplified diagram of the machine and how the room air is treated. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

PRE-FILTER Used to filter coarse particles that could clog and reduce the efficiency of the subsequent 

stages, this filter is washable and must be washed once a week. 
 

HEPA FILTER The HEPA (High Efficiency Particulate Air) filter is a filtration system with high fluid 

efficiency (liquids or gases)....The term "absolute filter" is justified by the fact that  
HEPA filters have a high filtration efficiency. The HEPA standard requires that filters effectively remove 99.7% 
of particles down to the size of 0.3microns.That is to say only 3 out of 10,000 particles are able to pass 
through.It has excellent filtering power for PM 2.5 and PM 10 particulates.This filter must be replaced from 
time to time as it is not washable. 

 
 

ACTIVATED CARBON FILTER Activated carbon filtration is an air purification technology 
where a gaseous current is deprived of the polluting elements by passing it through a filter that contains 
activated carbon. People who suffer from allergies, asthma or respiratory ailments can benefit from these 
filters.The use of activated carbon in our home air purification system can provide unmatchable benefits to our 
respiratory health.Activated carbon filters also help eliminate unpleasant odours, so that the air in the home is 
always fresh. 

 

 
PHOTOCATALYTIC FILTER The patented photocatalytic membranes are coupled with the UVC 
ultraviolet lamps with a certain wavelength, which by irradiating the surface of the membranes, favour the 
formation of particles called free radicals, which catalyse oxidation and 
reduction reactions which are harmless for humans.These reactions transform pollutants into new chemicals with 
reduced environmental impact. 
The catalytic reaction produces residues from its oxidising action, generally the compounds from the 
transformation of pollutants are mineral salts and limescale, which are produced in minimal 
quantities/parts per billion, in addition to being both invisible and harmless. The CHEMICAL SUBSTANCES 
KILLED BY the photocatalytic filter areformaldehyde, Volatile Organic Compounds VOCs, bisphenol, 
benzene, xylene, methanol, acetone, trichlorethylene, nitrogen dioxide, sulphur dioxide, and carbon 
monoxide.Even though the filter is able to self-regenerate, it is recommended to replace it from time to time 
together with the activated carbon. 
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CONTAMINATED 
AIR STERILISED CLEAN AIR 

PRE-FILTER 
HEPA FILTER 

ACTIVATED CARBON FILTER 

PHOTOCATALYTIC FILTER 

               UVC LAMP 

OZONE GENERATOR 
    IONISER 
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UVC LAMP In addition to activating the photocatalytic filter function, the UVC lamp, also known as a 

germicidal lamp, is a special type of lamp that produces ultraviolet (UV-C) light. This short wave ultraviolet 
light disrupts DNA creating thymine dimers, leading to cell death.It is effective against a very large number of 
viruses, bacteria and other microorganisms, and is also highly effective against CO-VID19 

OZONE GENERATOR Ozone (O3) is an unstable gas composed of three oxygen atoms. It is formed 

by subjecting air containing molecular oxygen (O2) to the supply of energy, in the form of an electrical 
discharge. The main characteristics of Ozone, also called activated oxygen, are as follows: 
- It has a great oxidising power as it is a highly unstable molecule; 
- It has the ability to degrade non-biodegradable complex organic compounds; 
- It has a powerful disinfectant action with a broad spectrum of action; 
- It can be used for sanitising the air and rooms; 
- Unlike other disinfectants, it leaves no residue; 
- After 20 minutes up to a maximum 1 hour, O3 (ozone) turns into oxygen and doesn't need any processes to 

remove it. 
 

IONISER It is used to restore the optimal level of negative ions in the air. You may have experienced the 
power of negative ions when going to the beach or while walking under a waterfall.Negative ions are 
odourless, tasteless, and invisible molecules that we inhale in abundance.Once they reach our 
bloodstream they produce biochemical reactions that increase the levels of chemical serotonin, thus helping to 
relieve depression, stress and increase our energy and mood during the day.It also appears that the right 
amount of negative ions in the air makes it crisper and more energised.Negative ions, 
therefore, have a relaxing effect on our nervous system and also help our lungs absorb more oxygen from the 
air; they improve the body's functions, improve the body's immune defences and perform a beneficial action 
on the whole cardiovascular, endocrine and nervous system. 

 
 

9 — Replacing the filters and the Ozone plate 
 

As indicated on page (10) and following pages, follow the procedure to replace the triple 
filter (Hepa — Activated carbon — Photocatalytic) at least once or twice a year or when 
the specific icon appears on the LCD display.Using the machine with dirty filters, besides 
reducing its efficiency, becomes counterproductive from the point of view of air 
quality.The pre-filter should be washed under running water and dried at least once a week. 

The Ozone plate lasts for about 8000 hours, therefore it is required to replace it at least 
once every four years, obviously based on the actual use of the product. 

 
 
 
 
 
 
 
 
 
 
 
 
 

Replace Triple Hepa Filter signal 
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10 — Replacing the remote control batteries 
 

The remote control batteries should be replaced at least every two years.The batteries 
used are CR2025 

 
 
 
 
 
 
 
 
 
 
 
 
 

11 — Ozone exposure to be avoided 
At these concentrations, ozone does not cause intoxication and/or permanent harm; it can 
potentially cause irritation to the throat and eyes, and possibly slight dizziness which can 
easily be alleviated by switching off the machine or moving away from the area where 
ozone is being produced.As indicated several times in this manual, people and animals 
must not stay in the rooms or spaces during ozone production.Allow an hour to pass after 
turning off the sanitisation function and, if necessary, air the room before staying in it. 

 
 
 
 

12 — Technical Data 
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Technical Data 
Power Supply Voltage 
Electric power (MIN - MAX) 
Current 
Consumption on Stand-by 
Recommended room/space 
Pre-filter 
HEPA filter 
Activated Carbon filter 
Photocatalytic filter 
UV-C Germicidal lamp 
Ozone generator 
loniser 
Remote control 
Backlit control panel 
Timer 
Dirty filter signal 
Fan speed 
Air flow rate MIN and MAX 
MIN-MAX noise SPL (2 metres) 
Non-slip feet 

Product dimensions A x B x H 
Net weight 
Individual packaging dimensions 
Gross weight 
CE - LVD - EMC certification 
Product performance certification 

from 15 to 200 m2 
YES 

YES 
YES 

YES 
YES 
YES 
YES 
YES 

YES 

YES 
YES 

Yes efficiency 99.7% 

YES No. 2 

   Amp 

  number 
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13 — CE — LVD — EMC — RoHS certifications 
 

Zymbo Italia S.r.l., with registered office in Via Levrini 13 –25080 Padenghe sul Garda — 
BS - Italy hereby DECLARES under its own responsibility that the following products: 

 
 

Air puro 3:Professional air purifier with seven filtering stages 
 
 

Complies with the low voltage directive:2014/35/EU 

With Certificate from the Shenzen Boke testing Co.Ltd laboratory —Boke –191001391C 
 
 

Complies with the Electromagnetic Compatibility Directive:2014/30/EU 

With Certificate from the Shenzen Boke testing Co.Ltd laboratory —Boke –191001392C 
 
 

Complies with the RoHS directive:2011/65/EU annex EU 2015/863 annex 2017/2012 

With Certificate from the Shenzen Boke testing Co.Ltd laboratory —Boke –

191001385C 

 
 
 

9-July-2019 Sole Director:Simone Costanzo 
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ZYMBO ITALIA s.r.l. 

Via LEVRINI, 13 - 25080 Padenghe 
sul Garda (BS) Italy 

VAT no. IT 03835790985 

REA BS 567017 

Phone:+39 030-990 7908 
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